Model 75000

SCOPE OUT VOLTAGE™ WITHOUT THE SCOPE!

Quickly and easily verify that signals and
voltages are present in waveform format
using a voltage /time scale all without a

scope and with more detail than a DVOM.

Avto Set Feature
Automatically sets time and voltage scale adjustment for the
signal or voltage being viewed.

Zoom and Pan
Adjust the view of the signal for a more detailed waveform.

4 GB Micro SD Card

Save waveform snapshots for later review on the tool or a PC.

Accurate Readings
Sample rate up to one million samples/second.

Color LCD Display

Easy viewing of waveform time and voltage scale.

Kit Indudes: AutoWave, Signal Probe Extender Cable,
4GB SD Card & Adapter, Ground Cable and Storage Case

IGNITION SYSTEMS

FUEL INJECTORS

MASS AIR FLOW

OXYGEN SENSOR

THROTTLE POSITION SENSOR
CRANK AND CAM

PULSE WIDTH MODULATED
COMPONENTS

AND MUCH MORE...

TOLL FREE

Technical Support
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www.hickok-inc.com
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Model 75300

SEGONDARY IGNITION PIGKUP ADAPTER

our Window into the combustion chamber

Safe, Accurate and Efficient
* The high impedance active pickup
acquires high voltage waveforms

* Works on Secondary Ignition wires
and COP Ignition Systems

Easy Access ~— =

* Long flexible probe for hard to
reach ignition systems
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